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	(PCBU Name, ABN, Office Address and Phone)

	Principal Contractor (PC)
	(Name, ABN, Office Address)

	Works Manager: 

Contact phone:
	
	Date SWP provided to PC:
	

	Work activity:
	Plumbing – Rough in

	Workplace location:
	

	High risk construction work: 
	(  Risk of a person falling more than 2 metres
	(  Work on a telecommunication tower
	(  Demolition of load-bearing structure

	
	(  Likely to involve disturbing asbestos
	(  Temporary load-bearing support for structural alterations or repairs
	(  Work in or near a confined space

	
	(  Work in or near a shaft or trench deeper than 1.5 m or a tunnel
	(  Use of explosives
	(  Work on or near pressurised gas mains or piping

	
	(  Work on or near chemical, fuel or refrigerant lines
	(  Work on or near energised electrical installations or services
	(  Work in an area that may have a contaminated or flammable atmosphere

	
	(  Tilt-up or precast concrete elements
	 (   Work on, in or adjacent to a road, railway, shipping lane or other traffic corridor in use by traffic other than pedestrians
	(  Work in an area with movement of powered mobile plant

	
	(  Work in areas with artificial extremes of temperature
	(  Work in or near water or other liquid that involves a risk of drowning
	(  Diving work

	Have workers been consulted about the SWP?

Note: Consultation with Health and Safety Representatives (HSRs) should be undertaken where there is an HSR at a workplace
	(  YES    (  NO  


	Person/s responsible for ensuring compliance with SWP:
	
	Date SWP received:
	

	What measures are in place to ensure compliance with the SWP?
	

	Person responsible for reviewing SWP control measures:
	
	Date SWP received by reviewer:
	

	How will the SWP control measures be reviewed?
	

	Review date:
	
	Reviewer’s signature:
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What are the tasks involved?  
	What are the hazards and risks?
	What are the control measures?

	List the work tasks in a logical order.
	Identify the hazards and risks that may cause harm to workers or the public. 
	Describe what will be done to control the risk. What will you do to make the activity as safe as possible? 

	Delivery of Materials to site
	Manual handling -Musculoskeletal Injuries
	· Ensure delivery vehicles are unloaded in designated areas

· Deliver materials as close as possible to work location – use mechanical means if practicable

· Only lift within own capacity and use two person move/lift if required

	Storage of Materials on site
	Slips, trips and falls
Chemical hazard
	· Ensure stored materials are not blocking access/egress ways, doorways, stairways or power boards
· Store chemicals in accordance with recommendations in SDS

	Drilling holes using electric power tools
Run pipework
Cut, expand, clip and crimp pipework
	Working at heights
Electrocution
Electrocution and trips and falls
Eye damage
Hearing damage

Lacerations, cuts and scratches
Eye injuries
	· Use platform ladder if available

· Inspect step ladders before use and only use them in the fully opened position on hard level surfaces.

· Only perform light duty, short term tasks when working off a step ladder.

· Maintain three points of contact where practicable and do not stand above second last stile

	
	
	· Power tools to be tested and tagged and in date

· Power tools to be visually inspected and checked at the start of each shift to check for electrical safety and ensure that guards are correctly installed.

· All power outlets to be RCD protected or portable RCD outlets used if no RCD protection is available at the outlets.

	
	
	· All extension leads will be run on insulated stands or hooks where practicable

	
	
	· Eye protection to be worn when using power tools.

	
	
	· Hearing protection to be worn when using power tools.

	
	
	· Use eare to be taken when using tools, workers should only use tools that they are competent in use of.

· Use hand protection for sharp edges

	
	
	· Eye protection is required where flying debris is possible, safety glasses, to Australian Standard AS/NZS 1337 – Eye protectors for industrial application, should be worn

	Excavations for rough in piping
	Risk of collapse of trench
	Requires separate trench or excavation SWP with appropriate rescue plan – this SWP does not cover trenching or excavation

	
	
	

	
	
	


	Name of Worker/s 
	Worker signature/s

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	Date SWP received by workers
	


PLEASE NOTE: It may be necessary to use more than one page to complete an adequate Safe Work Procedure (SWP).


