[image: ]It is essential in planning for safety to seek information and advice from the power
distribution company prior to undertaking any scaffolding work in the No Go Zone.
Work may only be carried out in accordance with any conditions listed on the Permit
To Work (PTW) once issued by the power company.

Contact numbers for company enquiries 
(No Go Zone)

CitiPower 13 12 80
Jemena 13 16 26
Powercor 13 24 12
SP Ausnet 13 17 99
United Energy 13 20 99
Yarra Trams 03 9610 3392
Metro Trains 03 9610 2400

A SWMS means a document that:
•• identifies work that is HRCW
•• states the hazards and risks of that work
•• sufficiently describes measures to control those risks
•• describes how the risk control measures are to be implemented, and
•• is set out and expressed in a way that is readily accessible and comprehensible to the persons using it.

A Safe Work Method Statement (SWMS) must be completed prior to the commencement of any scaffolding work near overhead power lines. The SWMS should
include what actions are required in the event of an accidental contact with power lines.
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Type of overhe:

High voltage lectcity conductors up t and including 66k 2000mm
Uninsulted low vohage slectricty conductors 1000mm
Uninsulted low voltaga racton (rams and trais) conductors 1000mm
Insulated low voltage eecticty conductors,greate than 50 V but less than 1000 V S00mm
‘Cammuniations cabing ~ broadband and elephony 300mm

Nota: Consideraon or incraasingthess dstancos 1o allow for sag and sway of conductors shoud bs taken o account




